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EXIST. B-6.12 C&G EXIST. SIDEWALK
EXISTING TYPICAL SECTION
EXISTING TYPICAL SECTION 103RD STREET
103RD STREET (MAJOR AVENUE TO CENTRAL AVENUE)
(AUSTIN AVENUE TO MAJOR AVENUE) STA. 31435 TO STA. 36+51.40
STA. 9+42.00 TO STA. 31435
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103RD STREET

103RD STREET

EXIST. R.O.W.

CLASS B PATCHES
(PAID FOR AS 11" DEEP)

CLASS D PATCHES

L

EXIST. B-6.12 C&G

POROUS GRANULAR EMBANKMENT
SUBGRADE (10 NOMINAL DEPTH)
SEE NOTE 2.

LEGEND

EXIST. B-6.24 C&G

PROPOSED TYPICAL SECTION

PROPOSED TYPICAL SECTION

103RD STREET

EXIST. R.O.W.

POROUS GRANULAR EMBANKMENT

SUBGRADE (10’ NOMINAL

SEE NOTE 2.

DEPTH)

103RD STREET (D EXISTING HMA BASE COURSE (6-1/4" to 8-1/2" +/-) (MAJOR 'AVENUE TO CENTRAL AVENUE)
(AUSTIN AVENUE TO MAJOR AVENUE) STA. 31435 TO STA. 36+51.40
2 (2) HMA SURFACE REMOVAL, 2-1/2"
STA. 9+42.00 TO STA. 31+35
(3 EXISTING HMA SURFACE COURSE (1" to 27 +/-)
(1) EXISTING SUBBASE GRAN. MAT'L, CA-6 (4" +o 12 +/-)
(5 EXISTING GECTEXILE FABRIC
- el e I CONCRETE CURB & GUTTER, REMOVE AND REPLACE AS DIRECTED BY ENGINEER
T-MIX ASPH TU “QUIREM © TER, A
HOT-MIX ASPHALT MIXTURE REQUIREMENTS (D PCC SIDEWALK 5%, WITH AGG. BASE CSE., TYPE B 27, REMOVE AND REPLACE AS DIRECTED BY ENGINEER (BOTH LT. & RT.)
MIXTURE TYPE AIR VOIDS (& HOT-MIX ASPHALT SURFACE COURSE, MIX D N50, 1 1/2”
- e Ndes POLYMERIZED LEVELING BINDER (MACHINE METHOD), N50, 17, (IL 4.75 MM)
R SLRE ACING @0 EXISTING 10-1/2 PCC PAVEMENT
HOT-MIX ASPHALT SURFACE 4% @ 50 Gyr (1) BITUMINOUS MATERIALS (PRIME COAT)
COURSE, MIX D", NSO (I 1/27)
THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE QUANTITIES IS 112 LBS/SQ YD/IN
POLYMERIZED LEVELING BINDER (MACHINE 4% @ 50 Gyr
- o
MHHOP)’ NSO 47, L-4.75) THE “AC TYPE” FOR POLYMERIZED HMA MIXES SHALL BE “SBS/SBR PG 70-22” AND FOR
EAEHG e i e 70 oyr NON-POLYMERIZED HMA THE “AC TYPE” SHALL BE “PG 64-22" UNLESS MODIFIED BY
(A BINDER TL-19 mm), 8" - DISTRICT ONE SPECIAL PROVISIONS. FOR “PERCENT OF RAP” SEE DISTRICT ONE SPECIAL PROVISIONS.
HOT-MLX ASPHALT REPLACEMENT .| Ame 70 oy NOTE 1: CONTRACTOR SHALL PATCH BEFORE MILLING. SEE PATCHING DETAIL BD400-04 (BD-22) FOR
OVER PATCHES (HMA BINDER IL-19mm), 2 1/2 INCLUDED ITEMS TO PATCHING COST AND FOR ADDITIONAL PATCHING DETAILS.
QBJ’\/'EWMS HALT SURFACE COURSE
HOT-MIX ASPHALT SURFACE COLRSE, /6 50 Gyr _ -
Mx G g G hACE SOURS 4% @ 50 Ly NOTE 2: AT LOCATIONS OF UNSUITABLE MATERIAL, AS DETERMINED BY THE ENGINEER,
THE SUBGRADE TREATMENT SHALL CONSIST OF EXCAVATION OF UNSUITABLE MATERIAL
L HOT-MIX BASE COURSE 4% @ 50 Gyr. TO A DEPTH OF 10 INCHES BELOW EXISTING PAVEMENT BASE
A 1§ J ARSI ] (X ]
o , (HMA BINDER IL-1® mm), 6"-PL AND PLACING POROUS GRANULAR EMBANKMENT, SUBGRADE.
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